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CAS No. Contaminant MCL (mg/l)

(26) 72–20–8 ............................................................ Endrin ........................................................................ 0.002
(27) 1071–53–6 ........................................................ Glyphosate ................................................................ 0.7
(28) 118–74–1 .......................................................... Hexacholorbenzene ................................................... 0.001
(29) 77–47–4 ............................................................ Hexachlorocyclopentadiene ...................................... 0.05
(30) 23135–22–0 ...................................................... Oxamyl (Vydate) ........................................................ 0.2
(31) 1918–02–1 ........................................................ Picloram ..................................................................... 0.5
(32) 122–34–9 .......................................................... Simazine .................................................................... 0.004
(33) 1746–01–6 ........................................................ 2,3,7,8-TCDD (Dioxin) ............................................... 3×10¥8

[56 FR 3593, Jan. 30, 1991, as amended at 56 FR 30280, July 1, 1991; 57 FR 31846, July 17, 1992;
59 FR 34324, July 1, 1994]

§ 141.62 Maximum contaminant levels
for inorganic contaminants.

(a) [Reserved]
(b) The maximum contaminant levels

for inorganic contaminants specified in
paragraphs (b) (2)–(6), (b)(10), and (b)
(11)–(15) of this section apply to com-
munity water systems and non-tran-
sient, non-community water systems.
The maximum contaminant level spec-
ified in paragraph (b)(1) of this section
only applies to community water sys-
tems. The maximum contaminant lev-
els specified in (b)(7), (b)(8), and (b)(9)
of this section apply to community
water systems; non-transient, non-
community water systems; and tran-
sient non-community water systems.

Contaminant MCL (mg/l)

(1) Fluoride ............................ 4.0
(2) Asbestos .......................... 7 Million Fibers/liter (longer

than 10 µm).
(3) Barium .............................. 2
(4) Cadmium .......................... 0.005
(5) Chromium ......................... 0.1
(6) Mercury ............................ 0.002
(7) Nitrate ............................... 10 (as Nitrogen)
(8) Nitrite ................................ 1 (as Nitrogen)
(9) Total Nitrate and Nitrite .... 10 (as Nitrogen)
(10) Selenium ........................ 0.05
(11) Antimony ........................ 0.006
(12) Beryllium ........................ 0.004
(13) Cyanide (as free Cya-

nide).
0.2

(14) [Reserved] ......................
(15) Thallium .......................... 0.002

(c) The Administrator, pursuant to
section 1412 of the Act, hereby identi-
fies the following as the best tech-
nology, treatment technique, or other
means available for achieving compli-
ance with the maximum contaminant
levels for inorganic contaminants iden-
tified in paragraph (b) of this section,
except fluoride:

BAT FOR INORGANIC COMPOUNDS LISTED IN
SECTION 141.62(B)

Chemical Name BAT(s)

Antimony ........................................................ 2,7
Asbestos ........................................................ 2,3,8
Barium ........................................................... 5,6,7,9
Beryllium ........................................................ 1,2,5,6,7
Cadmium ....................................................... 2,5,6,7
Chromium ...................................................... 2,5,6 2,7
Cyanide .......................................................... 5,7,10
Mercury .......................................................... 2 1,4,6 1,7 1

Nickel ............................................................. 5,6,7
Nitrate ............................................................ 5,7,9
Nitrite ............................................................. 5,7
Selenium ........................................................ 1,2 3,6,7,9
Thallium ......................................................... 1,5

1 BAT only if influent Hg concentrations ≤10µg/1.
2 BAT for Chromium III only.
3 BAT for Selenium IV only.

Key to BATS in Table

1=Activated Alumina
2=Coagulation/Filtration
3=Direct and Diatomite Filtration
4=Granular Activated Carbon
5=Ion Exchange
6=Lime Softening
7=Reverse Osmosis
8=Corrosion Control
9=Electrodialysis
10=Chlorine
11=Ultraviolet

[56 FR 3594, Jan. 30, 1991, as amended at 56
FR 30280, July 1, 1991; 57 FR 31847, July 17,
1992; 59 FR 34325, July 1, 1994; 60 FR 33932,
June 29, 1995]

§ 141.63 Maximum contaminant levels
(MCLs) for microbiological contami-
nants.

(a) The MCL is based on the presence
or absence of total coliforms in a sam-
ple, rather than coliform density.

(1) For a system which collects at
least 40 samples per month, if no more
than 5.0 percent of the samples col-
lected during a month are total coli-
form-positive, the system is in compli-
ance with the MCL for total coliforms.
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